CATENARY

Catenary Type
LED Lighting Fixture
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CATENARY can be used for Various types of spaces. The
soft geometry and extensive attachment point options
provide great flexibility to integrate the model to many
decorations environments.

CATENARY allows an ideal platform for suspending uniform
and regular lighting designs and the structured formto create
a transparent “ceiling”, which informally defines spaces
without physical boundaries.

Characteristics

Aluminium Injection Body

Electrostatic Powder Paint

Optional RAL Colors

Heat & Impact Resistant Extra Clear 5mm Tempered Glass

Aluminium PCB

LED with Life Span >100.000 Hours

CCT tolerance within a 3 step MacAdams ellipse

Corrosion Protection (Optional)

5 Years Warranty

Marine Coating (Optional)

Key Advantages
* High operational temperature
e (Canbe easily integrated to many designs
» Economic and efficient
e Easyinstallation
e High performance LED
e High corrosionresistance
* Highlumen output

* Adjustable brackets

Applications

Architectural  Ancient Bridges

Landscape
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Standard Product Available Options
Input 100-305V/ AC 50-60Hz Input 24V /DC
Control On/ Off Control DALI, DIM, DMX
Optic 60° Optic 8°, 15°, 30°, 60°, 90°, 120°, Asymmetrical
Light Color 4000K Light Color 2200K, 2700K, 3000K, 5000K, 6500K
Body Color 9005 Black Body Color Optional RAL colors
CRI >82 CRI >90
Protection IP66 Surge protection 10KV
Impact Resistance K09 Protection IP67-1P68
Protection class IEC Class | Warranty 7-10 Years
Power factor (min.) 0,092
Surge protection 6KV
Wind Catching Area 0,08m?
Weight 5,4 kg
Ambient Temperature -25°C / +60°C
Light Colors Ordering Details
Product Code Power Light Color Lumen
ﬂ CATENARY.100.AC.N.4.60.9005 100W 4000K 13800
CATENARY.120.AC.N.4.60.9005 120W 4000K 16560
2200K  2700K  3000K ~ 4000K  5000K  6500K  DW RGB CATENARY.150.AC.N.4.60.9005 150W 4000K 20700
* For different aptions, please confact our team.
Body Colors Options
Textured 7016 9005 9006 9016
Grey Grey Black Grey White
Optional Accessories Product Coding
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Beam Angle Options
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—C0/C180  —C90/C270 Angle 8°

—0Co/C180 —C90/C270

Angle 15° —C0/C180 —C90/G270

Angle 30°

—C0/C180 —C90/C270  Angle 60°

—C0/C180 —C90/0270

Angle 90° —G0/C180 —C90/6270  Angle 1545°

www.hb-lux.com

HB-LUX Reserves the right to change specifications without notice.



