ALTO 4

NOIUX recessed type

LIGHTING

downlight

Aluminum extrusion body
Aluminum injection end caps
PMMA optical lens

Constant current LED driver
Electrostatic powder coating paint
Optional body colors

ENEC Standards

CRI 60.000h McAdam
LED 230V IP20 g O e CE &
BASIC OPTIONS PRODUCT CODE W Height Lenght HoleSize Temp Lumen*
ALTO4.12.125.N.4.36 12 75 125 100x100  4000K 1140
on/off|  on/off Control (No Dimmable)
ALTO4.12.125.N.4.35x70 12 75 125 100x100 4000K 1130
252 Input Voltage 230V/AC ALTO4.15.125.N.4.36 15 75 125 100x100  4000K 1425
) 15.125.N.4. 15 75 125 100x100  4000K 1415
fg:, Color Rendering Index >80 ALTOA.IS.125.N.4.35x70 *
ALTO4.18.125.N.4.36 18 75 125 100x100  4000K 1710
4k Light Temperature 4000K ALTOA4.18.125.N 435570 18 75 125 100x100  4000K 1700
A Light Beam 36°, 35x 70°
White Body Color * According to 4000K light temperature
REFLECTOR
CUSTOMIZE OPTIONS 0
= Black
o> o>
S 2 n g
2 8 8 =
- o = g 2 = .5
S & = o & 2 2 o 2 =B PRODUCT CODING
= 353 =Z = >« &S B8 £ £ s Z
= » = % £ & & £ & % B g
2 2 =2 =2 £ £ E T B B 9 o o = =
g 8 8 E T £ <2 E £ £ Ho g g o & g _
E E E E 2 & & &£ £ ®T = = £ &5 &S 5 s
a & a a £ 5 3 &8 S = ® E=RR = =] = 2 =
1-10V PUSH TRIAC DALl 2[;2/ 3K 6.5K DYN f;l) ﬂ igigig S 3 :9
@ onfoff 1-10Vv PUSH TRIAC DAL 3K 4K 6.5K A
KX NV P T D3 4 6 X
TECHNICAL DRAWINGS
- i 75
e o s = 125

* For different options, please contact our feam.

www.hb-lux.com
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