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* For different options, please contact our team.

on/off 1-10V PUSH TRIAC DALI 3K 4K 6.5K

Pr
od

uc
t S

ize

Co
nt

ro
l S

ys
te

m

Co
lo

r T
em

pe
ra

tu
re

Lig
ht

 B
ea

m

PRODUCT CODING

N V P T D 3 4 6 XXXX XXXX

Pr
od

uc
t N

am
e

Pr
od

uc
t P

ow
er

XX XX XX

LED 230V
IP20
IP44

CRI
>80

60.000h
L80

McAdam
C3

www.hb-lux.com

TECHNICAL DRAWINGS

* According to 4000K light temperature

PRODUCT CODE

ARES 2".6.117.N.4.95
ARES 3".8.147.N.4.95
ARES 4".10.173.N.4.95
ARES 5".10.190.N.4.95
ARES 6".21.229.N.4.95

W

6
8
10
10
21

Lenght

Ø117
Ø147
Ø173
Ø190
Ø229

Lumen*Temp

4000K
4000K

570

4000K
760

4000K
1050

4000K
1050
2415

Hole Size

Ø105
Ø130
Ø158
Ø175
Ø214

Height

70
75
75
85
80

ARES 8".46.229.N.4.95 46 Ø229 4000K 4616Ø21480

ARES family
Ø95-Ø229
recessed type 
downlight

Aluminum injection body,
UV protected diffuser,
Opal Polystyren/PMMA (Fire-Proof) /
Microprismatic(3D) Diffuser Types, 
Constant current LED driver, 
Electrostatic powder coating paint, 
Optional body colors,
ENEC Standards

CUSTOMIZE OPTIONS
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BASIC OPTIONS

on/off

4K

230V
AC

CRI
>80

on/off  Control (No Dimmable) 

Input Voltage 230V/AC Color 

Rendering Index >80 Light 

Temperature 4000K Light 

Beam 95º

White Polystyren  Diffuser 

White Body ColorW

65

95

70

117

75

147

ARES 2"

ARES 3"

ARES 4"

75

173

85

190

80

229

ARES 5"

ARES 6"

ARES 8"
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