AURA IN-LINE

pendant type

Ah linear indirect lighting fixture

NDIUX

Aluminum extruded body

LIGHTING
Anti-glare optical lens
Adjustable length steel ropes
Nickel plated brass parts
Constant current LED driver
Electrostatic powder coating paint
Production in different lengths
Optional body colors
ENEC standarts
IP20  CRI 60.000h McAdam
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PRODUCT CODE w Lenght Temp Lumen*
AURAIN.11.500.N.4.120 1 500 4000K 1133
AURAIN.16.500.N.4.120 16 500 4000K 1648
W *AURAIN.15.600.N.4.120 15 600 4000K 1725
AURAIN.18.600.N.4.120 18 600 4000K 1854
Double side indirect lighting *AURAIN.20.800.N.4.120 20 800 4000K 2300
AURAIN.22.1000.N.4.120 22 1000 4000K 2266
BASIC OPTIONS
AURAIN.25.1000.N.4.120 25 1000 4000K 2575
on/off| on/off Control (No Dimmable) AURAIN.32.1000.N.4.120 32 1000 4000K 3296
AURAIN.32.1100.N.4.120 30 1100 4000K 3450
230V
ac | Input Voltage 220-240V/AC, 50-60Hz AURAIN.27.1200.N.4.120 27 1200 4000K 2781
f;') Color Rendering Index >80 AURAIN.28.1200.N.4.120 28 1200 4000K 2884
) AURAIN.39.1200.N.4.120 39 1200 4000K 4017
4k Light Temperature 4000K
AURAIN.30.1300.N.4.120 30 1300 4000K 3090
Light Beam 120° AURAIN.36.1400.N.4.120 36 1400 4000K 3708
Operating Temperature : 20/ 40°C AURAIN.33.1500.N.4.120 33 1500 4000K 3399
AURAIN.45.1500.N.4.120 45 1500 4000K 4635
Grey Body Color AURAIN. 48.1500.N.4.120 48 1500 4000K 4944
*AURAIN.45.1800.N.4.120 45 1800 4000K 5175
AURAIN.48.1800.N.4.120 48 1800 4000K 4944
CUSTOMIZE OPTIONS AURAIN.44.2000.N.4.120 44 2000 4000K 4532
= AURAIN.54.2000.N.4.120 54 2000 4000K 5562
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o 8 8 5 & AURAIN.64.2000.N.4.120 64 2000 4000K 6592
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z =z ¥ - = £ s, 23 _ £ *AURAIN.44.2500.N.4.120 44 2500 4000K 5060
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g 8 8 8 T £ £ E £ 5 2 = AURAIN.65.3000.N.4.120 65 3000 4000K 6695
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TECHNICAL DRAWINGS
* For different options, please contact our feam.
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