
on/off 1-10V PUSH TRIAC DALI 3K 4K 6.5K

Pr
od

uc
t S

ize

Co
nt

ro
l S

ys
te

m

Co
lo

r T
em

pe
ra

tu
re

Lig
ht

 B
ea

m

PRODUCT CODING

N V P T D 3 4 6 XXXX XXXX

Pr
od

uc
t N

am
e

Pr
od

uc
t P

ow
er

XX XX XX

TECHNICAL DRAWINGS

CUSTOMIZE OPTIONS
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* According to 4000K light temperature

PRODUCT CODE

LINEA.60.Ø522.N.4.16

LINEA.60.Ø522.N.4.24

LINEA.60.Ø522.N.4.46

W

60

60

60

Lenght

Ø522

Ø522

Ø522

Lumen*Temp

4000K

4000K

8000

4000K

7970

7940

Hole Size

Ø158x3

Ø158x3

Ø158x3

Height

110

110

110

LINEA.60.Ø522.N.4.74 60 Ø522 4000K 7910Ø158x3110

LINEA.90.Ø522.N.4.16

LINEA.90.Ø522.N.4.24

LINEA.90.Ø522.N.4.46

90

90

90

Ø522

Ø522

Ø522

4000K

4000K

12500

4000K

12470

12440

Ø158x3

Ø158x3

Ø158x3

110

110

110

LINEA.90.Ø522.N.4.74 90 Ø522 4000K 12410Ø158x3110

LINEA.126.Ø522.N.4.16

LINEA.126.Ø522.N.4.24

LINEA.126.Ø522.N.4.46

126

126

126

Ø522

Ø522

Ø522

4000K

4000K

17000

4000K

16970

16940

Ø158x3

Ø158x3

Ø158x3

110

110

110

LINEA.126.Ø522.N.4.74 126 Ø522 4000K 16910Ø158x3110

* For different options, please contact our team.

hblux
lighting

www.hb-lux.com

INTRO TRIO ADJ IP65
recessed type

downlight

Aluminium injection body

High efciency reector

Constant current LED driver

Electrostatic powder coating paint

Optional body colors

ENEC standards

recessed type

BASIC OPTIONS

on/off

4K

W

230V
AC

CRI
>80

on/off  Control (No Dimmable)

Input Voltage 220-240V/AC, 50-60HZ

Color Rendering Index >80

Light Temperature 4000K

Light Beam 10º, 16º, 24º, 46º, 74º

Operating Temperature : -20 / 40 ºC

White Body Color

30º
ADJUSTABLE

360º
ROTATABLE

LED
IP44
IP65

CRI
>80

60.000h
L80

McAdam
C3

Energy
Saver A+

182




