STERILE IN Py

recessed type NOIUX

Indirect Sterile Ambient Panel Lighting Fixture e
DKP sheet metal body i

Highly transmissive tempered glass N
Constant current LED driver .
Electrostatic powder coating paint <" ®

Optional body colors
ENEC standards .
IP65 NS
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recessed fype

PRODUCT CODE w Lenght Temp Lumen* BASIC OPTIONS

STERILE IN.40.595x595.N.4.120 4( 595x595 4000K 3840 .

STERILE IN.S0.595x595.N.4120 50 595,505 400K 14890 . on/off Control (No Dimmable)

STERILE IN.60.595x595.N.4.120 ¢ 5954595 4000K 5800 . Input Vohuge 220-240V/AC. 50-60HZ
. Color Rendering Index >80

* According to 4000K light temperature 4k Light Temperature 4000K
n Light Beam 120°
Operating Temperature : -20 / 40 °C
White Body Color
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L. 2 - CUSTOMIZE OPTIONS
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Light Temperature 3000K
Light Temperature 6500K

Dynamic White

. Input Voltage 24V/DC

E

3
. Color Rendering Index >90
ﬂ Emergency KIT
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TECHNICAL DRAWINGS

Lenght |

* For different options, please contact our feam.
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